Basic Jumpstart Tasks

· Install Basic OS

· Configure host name and IP Addresses for primary interface

· Install OS Patches

· Install TPS for the subsystem

Custom Jumpstart Tasks

· Configure network hosts file

· Setup IP Addresses for secondary NIC card

· Create Groups

· Create Users

· Make Home directories (Auto Home)

· Change sppa home directory to support data inbox

· Give ops user the permission to remove/update sppa files (The files will have 644 mode)

· Copy basic .cshrc for all users

· Enable C Shell as default for all users

· Setup application specific file system

· Setup application daemon to run before the desktop (App. shall run without password)

· Enable ftp for sppa

· Configure ops and maint permissions to application specific file system

· Copy software installation scripts to run the correct installation script from cdrom

· Install CDROM device driver

· Mount NMCFS

· Enable Desktop CDE

Software Installation Tasks

· Copy application files from CD ROM

· Install dependant libraries (UPL, SFOC, MDS, UDS) as required

· Save previous configuration files stored in the system

· Update .cshrc files for application specific parameters and required ENV Variables

· Install / Update TPS if required

· Copy configuration files / tables from CDROM

· Configure configuration parameters for the front end

· Set application version to run with the daemon

· Set access permissions

· Create spec files for NMCFS Transfer

